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REV MARK REVISION DESCRIPTION SIGNA TURE DATE
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Circuit 1
/ Ordering Information & Dimensions
ﬁ Dimensions(mm) Dimensions(mm)
o Circuits Circuits
g ;LV A B C A B C
|:J [_ l_J [| = 2P | 2.00 | 6.00 | 4.80 10P | 18.00 | 22.00 | 20.80
| | | | 3P 4.00 | 8.00 | 6.80 11P 20.00 | 24.00 | 22.80
4P 6.00 | 10.00 | 8.80 12P 22.00 | 26.00 | 24.80
5P 8.00 | 12.00 | 10.80 13P 24.00 | 28.00 | 26.80
Bx0.25 4.60+0.20 6P 10.00 | 14.00 | 12.80 14P 26.00 | 30.00 | 28.80

7P 12.00 | 16.00 | 14.80 15P 28.00 | 32.00 | 30.80
8P 14.00 | 18.00 | 16.80 16P 30.00 | 34.00 | 32.80
9P 16.00 | 20.00 | 18.80
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SPECIHC_ATIONS' m Shenzhen Huade co-create Technology Co.,LTD
Current Rating: 4A AC,DC TEL 0755-27129737 FAX 0755-29940187
Voltage Rating: 125V AC,DC OLERANCES -
Temperature Range: -25°C ~ +85°C UNLESS OTHERWISE SPECIFIED .@_ _E. TITLE: 2.00mm Pitch Housing
Contact Resistance: 10mQ Max.
Insulation Resistance: 1000MQ Min. o . | APPD: PART NO:

XX +0.30 | X.X +3 -
Withstanding Voltage: 1000V AC/minute _ X HDGC2007H-XP
Material: Nylon 66,UL94V-0(White) XXX 2030 | xxxo  x2e | CHECKSyang DATE  |SCALE | UNIT |CODE NUMBER

XXXX 2010 | xxxxe 1o | DRAYT yang 2013-04-12 | 6:1 | mm A008
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