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REV MARK | REVISION DESCRIPTION SIGNA TURE DATE

AO NEW RELEEASE WANG 2017-07-10

Az0.20

Ordering Information:
HDGC2523WR-XP - ** 20.95

1 > 2.50+0.20

2.50+0.20

1.Part No.
2.Color:

| |
(blank) - Ivory ‘ ‘
— BK - Black O O DO D O
RD - Red
BL - Blue
YL - Yellow
GN - Green P.C.B LAYOUT
OR - Orange
BR - Brown
GY - Gray
PK - Pink
WH - White SPECIFICATIONS:
LY - Lemon yellow Current Rating: 3A AC,DC
P - Purple Voltage Rating: 250V AC,DC
LE - Light blue Temperature Range: -25°C ~ +85°C
\ EY - Vivid yellow Contact Resistance: 10mQ Max.
Circuit 1 Insulation Resistance: 100MQ Min.
Withstanding Voltage: 1000V AC/minute
Pin Material: Brass/Tin Over Nickel
B+0.25 7.60+0.20 Material: Nylon 66 , UL94V-0(lvory)

3.20£0.20

Ordering Information & Dimensions
Dimensions(mm) Dimensions(mm)
Circuits Circuits
A B A B
1 [ 2P 2.50 7.50 9P 20.00 25.00
’- ° 3P 5.00 10.00 10P 22.50 27.50
g 4P 7.50 12.50 11P 25.00 30.00
EI L‘N) A 5P 10.00 15.00 12P 27.50 32.50
g g 6P 12.50 17.50 13P 30.00 35.00
N 7P 15.00 20.00 14P 32.50 37.50
u U u U — ! 8P 17.50 22.50 15P 35.00 40.00
) m Shenzhen Huade co-create Technology Co.,LTD
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